Lawn Ridge Pump Station
General Site and Safety Considerations

Tuesday, December 01, 201

GENERAL SITE CONDITION/ACCESS

Vehicle EntranceDriveway to site, located in park
and Exit to Site

Parking On street or driveway

Sight lighting None
Fixture

SAFETY CONSIDERATIONS

General Lack of lighting may pose challenge when visited at night

Site Safety
Issues

SITE SECURITY
Facility Fenced| |Yes No
Privacy Fence | |Yes No

Fence Material N/A Height of  N/A
Fence

Method of Securing N/A Fence N/A

Access Gates Topping

Adequate security for No
keeping public off site?

Notes:
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General Site Photos

Tuesday, December 01, 201

Looking southeast from across NW Hawthorne Ave

2

Front access of bilding
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Equipment Housing

Tuesday, December 01, 201

Equipment Housin¢v/|Building [ | Enclosure_| Other

Condition[ ]1 V]2 3 Iy

Criticality | |1 Y L3 4
Serviceabilitylv] 1 12 3 14

Structural MaterialsBrick facade on CMU
Age Installed 1969

Locking Doors v/ Yes [ INo
Intrusion Alarmlv Yes | |No

Dimensions:
Length ~40  ft
Width ~15 ft

HVAC:
Heat vIYes | |No
Cooling | Yes No
Humidity Control| ' Yes No
Fan vIYes | |No
Notes:
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Equipment Housing Photos

Tuesday, December 01, 201
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Front door to buildingshared strucure with parks sorage/bathroom facility (on left)
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South side of structure with diesel engine exhaust
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Inside of structure

North side of building has restrooms
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Flow Meter and Vault(s)

Tuesday, December 01, 201

Flow Meter [ | Yes No
Condition[ |1 12
Criticality | |1 12
Serviceability. |1 ]2
Asset Nos.

Location.
Type/Manufacturer

Age

Vault | |Yes [ No

Description
Structural Materials

13 14 15

| 13 [ 14
13 14
VI N/A

Dimensions

Age

Access Hatch Fall Protecti_Yes | |No
Access Hatch Lock | [Yes | |No
Intrusion Alarm | Yes | |No
Notes:
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Flow Meter and Vault(s) Photos

Tuesday, December 01, 201

Insert photos here:
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LAWNRIDGE #1

Tuesday, December 01, 201 Suction Zone 1108.5

Pumping System Nol
Condition[ |1 Yy [13 14 V15

Criticality | |1 2 L3 iy
Serviceability. |1 Y 3 14

Pump Type_ | Vert. Turb.[ |End Suctiorlv Split case[ | In-line centrifugal

Mounting Horizontal | |Vertical
Pump from[v Piping [ _Can _|Basin/Clearwell
Pumpto | Closed zon¢ | Pressure tankv|Reservoir

Asset no. P-7-11-1
Manufacturer WORTHINGTON

Model 22LR13
Serial # Y470206
Age Installed 1969

Rated Design P400 gpm @ 120  feet TDH
Ability to Isolate Pum(_]Yes No

How to Remove PumManual, no hatches

MOTOR

[ /ODP [ |TEFC [V TENV [ |TEBC [ |Diesel Engin{ | Other
Horsepower 25 Voltage Phase 3 rpm 1760
Manufacturer US Motors

Model R170603-170

Serial # Unknown

Age Installed 1969

Inverter duty rated? 'Yes | |No Unknown

Motor Driver |[VFD [ ] Soft Starterlv| FVNR Starte| |None

Notes:
Suction isolation valve, but no discharge isolation
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Valves and Gauges

Tuesday, December 01, 201

Check/Control Valvev Yes | INo

Reported/Exterior Condition No issues noted.

Asset Nos. FCV/-11-1-2
Type/Manufacturer ClaVval

Model 4-125

Age Installed 1969

Isolation Valve(s)v|Yes No

Reported/Exterior Condition No issues noted.

Asset Nos. F\(7-11-1-1
Type/Manufacturer BV/Henry Pratt, 450B, no independent discharge iso valve
Age Installed 1969

Pressure Gauge(d Yes No

Asset Nos.
Type/Manufacturer

Pressure Relief Valve({v/Yes | |No
Reported/Exterior Condition
Asset Nos. FC¥11-1
Location.

Type/Manufacturer: Ckv/al
Model: CAT#&0
Stk# 7488206

Age: Installed 1969
Notes:
PRV7-11-1 Lawnridge Pressure Relief ValHenry Pratt Pressure Relief Valvt
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Piping
Tuesday, December 01, 201

Common Suction Pipe
Reported/Exterior No issues noted.

Condition

Pipe size 12"? 16"?
Pipe material Steel

Age Installed 1969

Pump Specific Suction Pipe

Reported/Exterior Rubber bellows fittings are rottingrequire replacement
Condition

Pipe size 4"
Pipe material Steel
Age Installed 1969

Pump Specific Discharge Pipe

Reported/Exterior Rubber bellows fittings are rottingrequire replacement
Condition

Pipe size 4"
Pipe material Steel
Age Installed 1969

Common Discharge Pipe
Reported/Exterior No issues noted.

Condition

Pipe size 12"/16"

Pipe material Steel

Age Installed 1969
Notes:
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Pump/Valve/Piping Photos

Tuesday, December 01, 201
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Pumping System No. 1
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Pumping System No. 1 suction piping and isolation valve
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Pumping System No. 1 motor nameplate
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Pumping System No. 1 pump nameplate

.

o
wl al

Pumping System No. 1 pump control valve
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Common system pressure relief valve
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